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MODEL AGL-800-Z
fimpedanc 00 Ohms

GROUND
Features: s LOOF 3
......... * ELIMINATOR
® Easy to Use e O0EL AGL-10K
® True Isolation Transformers
® Distortion-Free
® Low Signal Loss
® Excellent Signal Fidelity
® Ten Times Audio Bandwidth
® Passive Device
® Ground Lifter Switch
SPECIFICATIONS:
AGL-10K AGL-600 AGL-600-2
Number of Channels. . ..cccvveiee Toiiiiiiiiiiieiiassriescansssonne D oraeensnessisnsnrosssoresonsnssd
Bandwidth ........................300KH2Z..........o.vvoevrn.... . BO00DKHZ. .....oiiiiiaann. .. BO0OKHZ
Isolation............................ 100 Megohms, minimum..... ... 100 Megohms, minimum. ... . ... .. 100 Megohms, minimum,
Insertion Loss............veuu.... LESS than .5dB............. Less than .5dB............ Less than .5dB
Impedance............coveevneenee. 10K Ohms input............ 600 Ohms input........... 600 Ohms input
& output & output & output
Case Material..................... High-Impact ABS plastic........... High-Impact ABS plastic......... High-lmpact plastic.
Slze. s 334" X 2-5/8" X 1-1/2"00i0i 3-3/4" 2 2-5/8" x 1-1/2".......5-3/8" x 4" x 27
Input Connactor..................1/4" Phone Jack............3-Pin XLR Female........ 3-Pin XLR Female
& 1/4" Phone Jack
Output Connector................1/4" Phone Jack............ 3-Pin XLR Male........... 3-Pin XLR Male
& 1/4" Phone Jack
Shielded Transformer Corae.............. b - RSN, | - |- SO, i - 1
g T cnl- W01 g R e, T e S e |- Ty i W ¢ |
Isolation Between Channels. N/A .. .......oooiriiciaiannnns B A et 1004dB, minimum
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